CZYSZCZALNIA SCIEKOW DLA GMINY
OZAROWICE, MIERZECICE | SOLECTWA BRYNICA

v
VVVVVVVVVVVVVVVVVVY
v VvV

v
VVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVFVVY
VVVYV VY
YVYVYVVVVVY

OO0

T e T,

OO

[N by [
1
1 B 1
1 = b
‘v -3 ge ‘v
¢ 3 3 ]
Y : x 3 & v
§ o4 = ¢ A4 RAA
¢ L 3 v v vl v vy v
. 2 = S vvyved o o
| % X | |
] 12V : 7
1% ol 3 v
| A v
1N A v
o )/ VVYVVVVY o o o o
! D VVVVVVWVVVVVVVV ! ! !
I [ [N MY [N [ [ [
VVVVVVIVVVVVVVY
v ooav v fvvpvvvy vV [
oy v Y v
v Y Y oY
— v v Y v
Vv v v e v
VVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVV[VY
[ [ | VVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVV N [
o o o VVVV.YVY o o
! ! ! VVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVYYvye !
Vv VYV VVVVVVVVVVVVVVYVVVVVVVVVVVVVVVVVVVVVVVVVVYVVVVVVVVVVVVVVVVVVVVY vov
- VVYVVVVVVVYVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVYVHY
v Y T T T oY
N
[ v | [ v v v ™ [
e
Vv v vV v v o V;Qf Vv
N
Vv Vv v Hiv AL Y
— e v v
Vv v vy v v N Wwevd v v
o v
q
v oYY s A vvegqy Vv
v Y VVQQYV oY
Vv veyviv v
— v v|v 9
v Y v oY
v v|v 4
[N S vy v (e
v Y < Y v
i vyv
v & vvlvgqy v
K vyv
— Vv v 5 volveg Vv
< vVvv
v 5 b v vy v
v Y K v Vv
v v vV
— v Y 1 Y
v~ i3 B v v
v Y oY
v
Vv i DY
v
—_— [N [ [ [ [N
v VoY
v Y oY
v v
v Y oY
[ | N v v
v { vy
o v
[N [ 3 [ [N
v | v
[ oY
[ VoY
7 v v|v
Y N AR A A A A A e a-a e A a TV VYV €E AR
— o VYVVVVVVVVVVVVVVVVVVYVVVVVVVVVVYVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVYvy, o
! ! v v VVVVVVVVVVVYVY vV VVVVVVVVVYVVVVVVVVVVVVVVVVV 1 !
v YYVVVVVVVVYVYVYVVVVYVVVVYVVVRVVVVVVYVYVVVYYYVVVVYYVVVVYYVYVVVVYVVYVYIYVVVYVYVVIYY v v
R v e v vy v v vy Y
. |- Vv Vv vy v Vv Y v v
" [ v Yy oY v Y v vy Y

VY Y Y Y Y —
'S IR
8
S R
8
o I v
S I |
&
A~ v
S —
8
o9 v v
8
o
8
8
v v
8
s 93 ~
S
8 —
9 v v
8
8
gy v
8
8
[ [
vV v v v v
VY Y Y Y Y
vV v v v v
VY Y Y Y Y
S S
Yooy vy vy vy v
vV v v v v
[ [N [N [ [ [

1
- Kamera zewnetrzna z oswietlaczem podczerwieni (kamery od 1 do 4 etap |; od 5 do16 etap II)

M | Monitor

Rejestrator cyfrowy

Zasilacz 12V do kamer

Przebieg instalacji

LEGENDA

—_— OGRODZENIE

DROGA
CHODNIK
ZWIREK
v TRAWNIK

m WPUST ULICZNY

e SPADEK POPRZECZNY

| PROJEKTOWANA SKARPA

Uktad podtrzymania napiecia

_— KRAWEZNIK BET. 15/30 WYS. 10CM

_— KRAWEZNIK BET. 15/25 WYS. 2CM

_ OBRZEZE BET. 8/30 CM

_ OBRZEZE BET. 6/2 CM

E Punkt tagczeniowy sygnatu wizji

Zasilanie 230V

Schemat przebiegu instalacji i rozmieszczenia
urzgdzen systemu telewizji dozorowej - etap | i ll




